
Find your match

Cavity Sliding 
Systems



Three systems, one 
upgraded range.

A door you don’t see for space 
you can. We’ve reengineered our 
Cavity Sliding range with new 
hardware, a jump‑resistant soft 
closer, and a quieter aluminium track 
system so the disappearing act is 
silently smooth.

	 Soft closer with jump resistance

Re‑engineered soft closer catches earlier, 
guides smoother, and reduces bounce.

	 Quieter aluminium track

Self‑balancing rollers on aluminium track 
for less noise and smoother operation.

	 Customise with add-ons

Choose from a range of options to make install 
or operation even easier.

	 Made in Australia

Designed and built locally for Australian 
conditions, lead times, and support.



Slimline 5000
Quality and value where it counts

Ideal for bedrooms, living areas and general interior spaces, this is a quality entry‑level 
timber cavity slider system. Our latest Slimline system means less hassle on site and 
more flexibility across any floor plan.

Features:
•	Heavy‑duty soft closer kit for enhanced safety

•	Galvanised steel split angles

•	Jump‑resistant twin roller with dual axle bearings 
for smooth running

•	Precision‑extruded aluminium head track

•	LVL spreader bars positioned for easy jointing of 
plasterboard sheeting

•	Flush Jamb to Flush Pull conversion kit included in hardware

•	Suitable for door heights of 2040mm and 2340mm and up 
to 920mm width; stud wall thickness of 90mm and 100mm

•	Compatible with all 35mm thick Corinthian interior doors

•	Quick Fix brackets allow the door to be easily installed or 
removed without tools

•	Primed pine split jambs and track fillets for an elegant finish

•	Available to suit split jambs for 10mm and 13mm plasterboard 
thickness

•	5 Year Warranty

•	Primed Pine Closing jamb included available in VIC

Please note:
•	 Not available in South Australia.
•	 Only available to suit 2040mm high doors and 90mm stud wall thickness in Queensland and Western Australia.
•	 Flush Jamb Configuration not available in Victoria.

Converter bumper stop

Up to 80kg per door

•	 Track load carrying capacity 
for single applications

Looking for more details? Visit the website for full technical information.

Aluminium track

Jump-Resistant Soft 
Closer now standard

Jexis press-release



Platinum 7000  
Strength you can rely on year after year

The optimal cavity unit that handles everything your build demands. Heavy‑gauge 
galvanised Steel construction with a roll‑formed profile back post for buckle 
resistance; the Platinum 7000 is built for wet areas, heavy wall tiling, and every space 
in between.

Features:

•	Unique metal clinching assembly method and rolled steel 
sections for additional strength

•	Heavy‑duty soft closer kit for enhanced safety
•	Steel construction resistant to warping, bowing, termites 

and moisture damage
•	Jump‑resistant twin roller with dual axle bearings 

for smooth running
•	Precision‑extruded aluminium head track
•	Galvanised Steel Spreader bars positioned for easy jointing 

of plasterboard sheeting

•	Flush Jamb to Flush Pull conversion kit included in hardware
•	Suitable for door heights of 2040mm and 2340mm and up to 

1200mm width; stud wall thickness of 90mm
•	Quick Fix brackets allow the door to be easily installed or 

removed without tools
•	Primed pine split jambs and track fillets for an elegant finish
•	Suitable for mounting to both timber or metal framed wall 

constructions
•	Available to suit split jambs for 10mm and 13mm plasterboard 

thickness
•	10 Year Warranty

Smart 
Choice

Aluminium track

Jexis press-release unit 
(Sold separately)

Tile substrate

•	 Min. 9mm thick, fixed 200mm 
along all spreader rails with 25 x 
4mm diameter wing-tipped, self-
tapping screws

•	 Screws must not protrude into the 
pocket as this will cause damage

Up to 80kg per door

•	 Track load carrying capacity 
for single applications

Tiles

•	 Max, 10mm thick or 50kg/m2

*Note the substrate used to carry 
weight of tiles must be verified 
by the builder/contractor

Water proofing

Looking for more details? Visit the website for full technical information.

Converter bumper stop

Jump-Resistant Soft 
Closer now standard



Platinum 9000
Premium cavity sliding for full‑height applications

Purpose‑built for floor‑to‑ceiling sliding doors and heavy tiled wall 
applications. The Platinum 9000 features heavy‑gauge Steel construction 
and accommodates the tallest available Corinthian interior doors as the 
natural choice for high‑end projects.

Features:

•	Heavy Gauge Steel construction resistant to warping, bowing, 
and moisture damage

•	Jump‑resistant twin roller with dual axle bearings 
for smooth running

•	Precision‑extruded, heavy‑duty aluminium head track

•	Configurable for Flush Jamb or Flush Pull in most locations*
•	Available to suit split jambs for 10mm and 13mm plasterboard 

thickness

*Some Cavity unit sizes/types may not be available in all states.
Please confirm with your Corinthian Doors Representative.

Aluminium track 
(Heavy duty)

Tile substrate

•	 Min. 9mm thick, fixed 200mm 
along all spreader rails with 25 x 
4mm diameter wing-tipped, self-
tapping screws. 

•	 Screws must not protrude into the 
pocket as this will cause damage

Suits doors up to 3000mm in 
height and 1200mm in width

•	 Up to 125kg per door (Track 
load carrying capacity for 
single applications)

Tiles

•	 Max, 10mm thick or 50kg/m2

*Note the substrate used to carry 
weight of tiles must be verified 
by the builder/contractor

Water proofing

Looking for more details? Visit the website for full technical information.

Converter bumper stop

Jexis press-release unit 
(Sold separately)



Work smarter with these add‑ons 
Grab rail reinforcement 

Available to all Platinum Cavity Systems, our Grab Rail 
Reinforcement makes it easier than ever to meet the 
compliance requirements for the NCC 2022 Livable 
Housing and Australian Standards (AS1428.1). 

Door guide system

 
Keep doors sliding smoothly and aligned. Grooved 
Bottom Rail T‑Piece with Split Jamb Guides available 
in VIC and SA, Door Bottom Glide Guides available 
in NSW, QLD and WA. Available for all Cavity Systems. 

Cavity switch unit 

Install light switches or power outlets directly onto 
the cavity unit, keeping wiring tidy and simplifying 
installation in tight spaces. Available for all Cavity 
Systems.

Air vents 

Achieve NCC compliance for minimum 14,000mm² 
free air ventilation while improving comfort in rooms 
without natural airflow. Available in aluminium or 
plastic to suit all interior doors.

Jexis press release 

Ideal for tight spaces, extract the door fully from the 
cavity with a simple press for the widest possible 
opening. Available to all Cavity systems. 
 

Recessed closing jamb 

Achieve a tighter closing seal for increased privacy and 
reduced light bleed. Available for all Cavity Systems. 

NSW, QLD, WA VIC, SA



Find your match
Slimline 5000 Platinum 7000 Platinum 9000

Roller system Dual axle ball bearings for smooth running. 

Tracks Aluminium Track Aluminium Track Heavy‑Duty Aluminium Track 

Track and load 
capacity

Single applications

•	Up to 80kg per door 

Double applications 

•	Up to 80kg per door

Single applications

•	Up to 80kg per door 

Double applications

•	Up to 80kg per door

Single applications 

•	Up to 125kg per door 

Double applications 

•	Up to 85kg per door

Cavity inclusions 	– 1 x cavity pocket 

	– 1 x head track assembly 

	– 2 x removable fillets 

	– 1 x closing jamb 

	– 1 x hardware pack: 

	– 1 x trolley kit 

	– 1 x screw pack 

	– 2 x 10mm Bumper Stops 
required for flush jamb 
applications 

	– 1 x 60mm Bumper Stop 
required for flush pull 
applications

	– 1 x glide guide kit† 

	– Reversible Door Guide*

	– 1 x cavity pocket 

	– 1 x head track assembly 

	– 2 x removable fillets 

	– 1 x closing jamb 

	– 1 x hardware pack: 

	– 1 x trolley kit 

	– 1 x screw pack 

	– 2 x 10mm Bumper Stops 
required for flush jamb 
applications 

	– 1 x 60mm Bumper Stop 
required for flush pull 
applications

	– 1 x glide guide kit† 

	– Reversible Door Guide*

	– 1 x cavity pocket 

	– 1 x head track assembly 

	– 2 x removable fillets 

	– 1 x closing jamb 

	– 1 x hardware pack: 

	– 1 x trolley kit 

	– 1 x screw pack 

	– 2 x 10mm Bumper Stops 
required for flush jamb 
applications 

	– 1 x 60mm Bumper Stop 
required for flush pull 
applications

	– 1 x glide guide kit† 

Installation When installing in wet areas make allowance for tiles or other floor coverings. Cavity units are not load 
bearing. Refer to Corinthian’s Cavity Installation Instructions for more information. Failure to adhere to these 
instructions will void warranty.

Warranty 5 Years Warranty 10 Years Warranty 10 Years Warranty

Special sizes Prices and lead‑times upon application. Cavities will be Made to Order. For further information contact 
Corinthian Customer Service.

Made To Order 
(MTO)

All Cavities are Made To Order (MTO). MTO cavities may only be cancelled on day of ordering.

Note All sizes are nominal and in millimetres.

†QLD, NSW & WA only  | *VIC & SA only

Hardware pack inclusions

Slimline 5000 Platinum 7000 Platinum 9000



Find  
your 
match
corinthian.com.au 
1300 899 154

Whilst the utmost care is taken to ensure the accuracy of the information contained herein, it is provided in the understanding that the company shall under no circumstances be 
liable for any injuries, expenses or other losses which may in any way be attributable to the use or adoption of such data and/or design details. All dimensions indicated are nominal 
only. Corinthian Doors reserves the right to alter or amend without prior notice data and design details specified herein. Photographs or illustrations may not exactly depict 
the design or specification and may vary to actual. Doors are supplied unfinished unless otherwise specified. Doors depicted in this brochure are professionally finished. Using 
conventional painting methods may not achieve the same finish.

Scan for full specifications  
and diagrams


